BULLARD
OUTDOOR KONI

BUILT for fthe STORM Inground Luminaire - Drive Over / Walkover / Grazer




BULLARD CODE:
OUTDOOR BO-KN-KPG-IL

BUILT for the STORM

FIXTURE TYPE: GENERAL INFORMATION:
PROJECT NAME:

Koni is a LED Inground light, crafted from durable die-casting aluminum
with a stainless steel finish that offers versatility and durability. Kori

~ 2 provides flexibility to suit various outdoor lighting needs and supports
dimming options via 1-10V and DALI, allowing for customizable
brightness control tailored to your preferences.

FIXTURE TYPE:
Inground Luminaires - Drive Over / Walkover / Grazer

LIGHTING:

ED LED

)

VOLTAGE:

110-277V

MATERIAL:

12# Die-casting aluminium powder coated

CRI:

80
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Due to the dynamic nature of lighting producis and the associated technologies, luminaire data on all specification sheets is subject to change at the discretion of Gordon Bullard LLC and associated companies.
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BULLARD CODE:
OUTDOOR BO-KN-KPG-IL

BUILT for the STORM

FIXTURE TYPE:

HOW TO ORDER: CODE:
PROJECT NAME:

NOTES:
[ Example: ] [BO-KN-KPG-IL-] EzAwmsa.]

CODE: BO-KN-KPG-[L-XXX-XXX-XXX-XXX-XXX-XXX K30-DIM-

@ [

e ~ CODE -1E2AWO0158
B: 2.7 2RO TR0,
@ Diameter - @:2.76" (7 cm)
Height - H: 5.04" (128 cm)
LIGHT SOURCE:
LED /1 x4W /208 mA / 661Im / IK 10 / 110-277V
-1E2AWO0158

CODE -2E2AWO0257

. 2.76" DIMENSIONS:
@' i @:2.76" (7 cm)

Diameter -

Height - H: 5.04" (128 cm)
LIGHT SOURCE:

LED /2 x2.1W /208 mA / 195Im / IK 10 / 110-277V

-2E2AW0257
CODE -4E2AWO0435

B ol DIMENSIONS:

Diameter - @:2.76" (7 cm)
@ ] 5.04" Height - H: 5.04" (128 cm)
LIGHT SOURCE:

- LED / 4x TW / 208 mA / 169 Im / IK 10 / 110-277V

) ) )

/j K30 3000K
LED ‘ IP67 -CUS Custom on request”
DIMMING OPTIONS: ( J

4E2AW0435

-DIM 1-10V
-PWM Pulse Width Modulation
-DALI DALI (Digital Addressable Lighting Interface)
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BULLARD CODE:
OUTDOOR BO-KN-KPG-IL

BUILT for the STORM

FIXTURE TYPE:

HOW TO ORDER: CODE:
PROJECT NAME:

NOTES:
Example: BO-KN-KPG-IL-1E2AW0158-
CODE: BO-KN-KPG-IL-XXX-XXX-XXX-XXX-XXX-XXX K30-Dim-

WATER PROOF SOLUTION: {optional) [ }

( ) Water-Stopper(Included)
IP-67 water-stopper is added in the end of luminaires as standard assembly
which is also an important system for water resistance.

P67 Jiffy quick plug/socket connector(Optional)
IP-67 connector is as an Optional assembly and ensures that water vapor
will not enter into luminaires directly.
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SLEEVE (OPTION 1) SLEEVE (OPTION 2)

_184# \

@ PHOTOMETRIC INFO:
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